Mark 55 Dedicated Push Pull LORON

Excellence in Action
The versatile LORON Mark 55 Push Pull is the answer for operations that
utilize Mark 55 block pallets alongside conventional GMA pallets and slip
sheeted loads. Hydraulically position the platens beside the fixed forks for
pallet handling, then open the platens to maximum spread, while still seated on
the truck, to provide a broad base for slip sheet handling.

Features:

- Heavy duty design uses high strength A514 steel in the linkage, platens, forks
and jaw.

- Tall gripper bar eliminates openings that can catch bags. Urethane gripper pad
is easily replaced and is designed for long life.

- Push cylinders designed for maximum speed and cushioned at both ends for
smooth starts and stops.

- Quick disconnect lower hooks automatically adjust for initial fit and wear.

- Platens fully supported on replaceable, wear resistant bearings.
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Side shifting
L35B-PHSM55-1048 push Pull 3500 3X48 13 7X48 28t040 Il 1255 7.4 9.0 9.7
Non-side shifting
L35B-PHNM55-1048 Push pull 3,500 3X48 13 7X48 28t040 Il 1245 7.4 9.0 9.7
L48B-PHSM55-1048 S:Ejsf]hgﬂﬂg 4800 3X48 13 7X48 28t040 Il 1285 7.4 9.1 9.5
L48B-PHNM55-1048 Nonl;igﬁ St'lfl“”g 4800 3X48 13 7X48 28t040 I 1275 7.4 9.1 9.5
Side shifting
L48B-PHSM55-1048-3 push Pull 4800 3X48 13 7X48 28t040 Il 1450 10.0 11.6 95
Non-side shifting
L48B-PHNM55-1048-3 Push pull 4800 3X48 13 7X48 28t040 Il 1440 100 11.6 95
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